T.W.A.  Ticket  Office,  Paramount  Building,  New  York  City.  Architect  and  Designer,  Raymond  Loewy, 
New  York  City.  Pyramid  Mouldings  applied  by  R.  L.  Senior  &  Co.,  Contractors,  New  York  City 
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PYRAMID  METALS  COMPANY 

455  North  Oakley  Boulevard,  Chicago,  Illinois 


Pyramid  Metal  Mouldings  afford  a  modern  decora¬ 
tive  trim  with  a  permanence  that  meets  the  need  of 
architects  and  designers  who  plan  for  the  future. 

The  SNAP-ON  feature  conceals  all  nails  or  screws 
and  presents  unbroken  lines  so  desirable  in  modern 
decoration. 

Thousands  of  homes,  offices,  bars,  restaurants  and 
business  houses  have  profited  through  the  atmos¬ 
phere  of  refined  richness  which  the  correct  use  of 
Pyramid  Metal  Mouldings  brings. 


without  regard  to  joints,  thickness,  or  kind  of  wall 
covering  material.  (See  application  details  on  page 
8.)  Pyramid  Mouldings  afford  utmost  flexibility. 
They  may  be  placed  to  suit  the  best  design  without 
regard  to  methods  of  construction. 

The  many  standard  styles  and  sizes  of  Pyramid 
Metal  Mouldings  afford  a  wide  variety  of  patterns 
to  meet  nearly  every  architectural  need.  Special 
designs  can  be  made  to  order.  Typical  installations 
are  shown  on  the  following  pages. 


Pyramid  Mouldings  are  not  plated.  There  is  no  coat¬ 
ing  to  flake  or  wear  off.  They  are  made  of  Stainless 
Steel  throughout  —  the  ONLY  Chromium  metal  that 
does  not  rust,  tarnish  or  corrode. 

The  SNAP-ON  feature  of  Pyramid  Metal  Mouldings 
insures  economical  application  for  new  work  or 
remodeling.  Often  this  feature  permits  a  labor  saving 
of  more  than  fifty  per  cent. 

Installation  is  made  after  all  other  work  is  finished 


Pyramid  Mouldings  are  also  available  in  Brass, 
Bronze,  Copper  or  Aluminum.  Bright  Mirror  or  Satin 
Velvet  Finish  may  be  had  on  all  metals. 

Pyramid  Metals  Company  issues  a  special  catalog 
showing  applications  of  SNAP-ON  Mouldings  on 
many  industrial  products  such  as  air  conditioning, 
heater,  bottle  cooler  and  radio  cabinets,  stoves,  signs, 
vending  machines,  beauty  parlor  furniture,  trucks 
and  streamline  trains.  Send  for  your  copy. 


Cheerful  Friendliness.  The  in¬ 
viting  lobby  of  the  Mayfair  Hotel, 
Miami,  Florida  is  trimmed  in 
Pyramid  Mouldings.  Designed  by 
Eastman  Decorators,  New  York 
City. 


Modern  and  Pleasant.  The  lobby  of  the  Renel  Theater,  Philadel¬ 
phia,  is  attractively  trimmed  in  Pyramid  Mouldings.  Contractors 
and  Builders  are  Erny  &  Nolen,  Philadelphia. 


FLAT  TOP  SNAP-ON  MOULDINGS 


HALF  ROUND  MOULDINGS 


12-S  is  1"  wide.  The  nine  sizes  shown  below  are  available.  Nos.  2-S, 
4-S  or  10-S  also  may  be  had  with  tapered  ends  as  shown  at  left  center 
of  page  5. 


Style 

No. 

Width 

Height 

Thickness 
Cover  Track 

a 

8-S 

Vi" 

Vs" 

.015 

.035 

u — 1 

□ 

2-S 

w 

Vs" 

.015 

.020 

L\ 

7} 

4-S 

y2" 

Vs" 

.015 

.020 

- 

”7J 

10-S 

%  " 

Vs" 

.018 

.018 

G —  —  - 

- 7J 

12-S 

1" 

Vs" 

.020 

.018 

Lc — 

- 

16-S 

1  Vi" 

3  •• 

T6 

.020 

.020 

Ca 

- ?J 

1 8-S 

1V2" 

3#/ 

16 

.020 

.020 

Ca 

- - 7J 

20-S 

1 3/4" 

3  // 

16 

.025 

.025 

Ca . 

- 

22-S 

2" 

3  a 

16 

.025 

.025 

13-S  is  1"  wide.  It  may  be  had  only  with  open  ends.  The  other  four 
sizes  shown  below  may  be  had  with  ends  open  or  closed. 


Style 

No. 

Width 

Thickness 

Height  Cover  Track 

7-S 

Vi" 

Vs" 

.015 

.035 

3-S 

Vs" 

3  >• 
16 

.015 

.020 

5-S 

V2" 

3V' 

.015 

.020 

, _ 

1-S 

3/4  " 

iV' 

.018 

.018 

- - 7J1 

13-S 

1" 

U" 

.020 

.018 

sizes  of  Half  Rounds  not  shown  above 

are  1 7-S, 

IV2"  wide  x 

3/8"  high 

and  21-S,  2"  wide  x  7/16"  high.  Can  be  had  only  with  open  ends. 

HALF  ROUND  RIPPLE  CORRUGATED  MOULDINGS 


CORRUGATED  TOP  SNAP-ON  MOULDINGS 


12-CS  is  1”  wide.  The  five  sizes  shown  below  are  available.  This  pat¬ 
tern  and  the  Ripple  Corrugated  pattern  at  the  right  bring  pleasing 
variations  from  the  smooth  surfaces  of  the  plain  Flat  Top  and  Half 
Round  styles  shown  above. 


Cr— — 

Style 

No. 

12-CS 

Thickness 
Width  Height  Cover  Track 

1"  Vi"  .015  .018 

■  "“tD 

16-CS 

1  Vi" 

iV# 

.016  .020 

ZZZ^ 

18-CS 

1 V2" 

is" 

.018  .020 

Zr~ — 

— — 

’  20-CS 

13/4” 

.018  .025 

Cr^ 

i 

-J  22-CS 

2" 

A" 

.018  .025 

13-RCS  is  1"  wide.  It  may  be  had  only  with  open  ends.  The  three 
other  sizes  may  be  had  with  open  or  tapered  ends. 


Style 

Thickness 

No. 

Width 

Height 

Cover 

Track 

3-RCS 

3/8  ” 

3  a 

16 

.015 

.020 

5-RCS 

Vz" 

3V' 

.015 

.020 

1-RCS 

3/4” 

1^6 

.018 

.018 

13-RCS 

1" 

M" 

.020 

.018 

FLAT  TOP  RIPPLE  CORRUGATED  MOULDINGS 


12-RCS  is  1"  wide.  The  four  sizes  shown  on  the  next  page  are  available. 
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PYRAMID 


had  with  tapered  ends. 


G= 


=D 


Cr 

a= 


o 


may  be  had 

on  special  order. 

10-RCS 

may  be 

Style 

Thickness 

No. 

Width 

Height 

Cover 

Track 

4-RCS 

Vz" 

Vs" 

.015 

.020 

10-RCS 

3/4  " 

Vs" 

.018 

.018 

12-RCS 

1" 

Vs" 

.020 

.018 

16-RCS 

11/4" 

3  n 

16 

.020 

.020 

MOULDINGS 


CORNER  MOULDINGS 


TRIPLE  CORRUGATED  PATTERN 


Inside  Corners 


16-TCS  is  114  wide  and  has  three  oval  corrugations.  A  new  attractive 
pattern.  Two  other  sizes  shown  below  are  made. 


Style  Thickness 

No.  Width  Height  Cover  Track 


16-TCS 

114" 

9  " 
32 

.018 

.020 

18-TCS 

lVz" 

9  " 
32 

.018 

.020 

22-TCS 

2" 

5  •• 
16 

.020 

.025 

CLOSED  END  MOULDINGS 


5-IS  is  ii"  x  ii".  All  corner  pat¬ 
terns  are  Vs"  high  at  edges. 


7-IS,  above,  is  the  same  size  and 
design  as  at  right  BUT  has  a 
special  track  which  must  be  sus¬ 
pended  in  air  as  shown.  To  be 
used  ONLY  with  glass,  porcelain 
enamel,  etc. 


9-IS  has  a  right-angle  cover  to 
match  10-S  3A"  Flat  Top.  The 
size  is  %"  x  3A". 


Cover  .015  Track  .018 
1 7-IS,  above,  is  a  slightly  larger 
pattern,  Vs"  x  Vs". 

This  may  be  applied  with  nails 
in  each  flange  of  the  track  or 
with  a  screw  in  the  center  of  the 
track  as  shown  at  left  for  No. 
1 7-IS. 


The  two  patterns  shown  below  are  very  popular  for  trim  on  a  wide 
range  of  products.  They  may  be  applied  easily  on  metal,  wood,  or  other 
background  material.  Other  sizes  are  available  as  noted  below. 


5-S  Half  Round  V2"  wide  x  3V'  high  with  tapered  ends.  This  style  of  end 
closing  may  be  had  also  on  Nos.  3-S  %"  and  1-S  %"  Half  Round. 


10-RCS  Flat  Top  Ripple  Corrugated  3A"  wide  x  Vs"  high  with  tapered 
ends.  This  style  of  end  closing  may  be  had  also  on  Nos.  2-S  3/s",  4-S  Vz" 
and  10-S  3A "  plain  Flat  Top  patterns. 

Other  sizes  may  be  had  with  square  closed  end  on  special  order. 
Write  for  prices  and  data. 


Outside  Corners 


This  pattern  as  well  as  Nos.  12-OS,  and  16-OS  when  applied  over  glass 
or  porcelain  joints,  may  be  had  with  counter  sunk  screw  holes  in  the 
apex  of  the  track. 


Cover  .015 
Track  .015 
12-OS  is  3A"x3A" 
to  match  10-S 
3/4"  Flat  Top. 


Cr 


^7 


Cover  .015 
Track  .015 

10-OS  is  i l"x\h" 


Cover  .018 
Track  .020 


16-OS  is  lW'xlM" 
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PYRAMID 


MOULDINGS 


CAP  MOULDINGS 


CHANNEL  MOULDINGS 


CH-3  shape  shewn  above  may  be  had  with  one  or  more  faces  plain  or 
corrugated.  Two  other  sizes  are  shown  below.  Many  other  sizes  may 
be  had  on  special  order  from  Vi"  to  2"  wide  and  with  side  faces  from 
Vi"  to  Vi"  high.  May  be  had  from  .016"  to  .062"  thick. 


These  are  used  for  trimming  top  edge  of  wallboard,  linoleum,  tile,  etc. 


Each  pattern 


Cover  .018  Track  .025 
CM-2  has  a  offset  for  mate¬ 
rial  up  to  that  thickness. 


is  1  Vi"  wide. 


CM-4  has  a  Vi"  offset  for  ma¬ 
terial  from  tV  to  Vi"  thick. 


CH-1 


.025 

W'xWxVi" 


U 

.015 


CH-2  iV'xW'xiV’ 


.025 

CH-3  %"xli"xV&" 


Where  a  smaller  Cap  Moulding  is  desired  for  ma¬ 
terial  32"  thick  or  less,  1019,  shown  here,  is  ideal. 

DIVIDER  MOULDINGS 


Cover  .015 
Track  .015 


EDGE  MOULDINGS 


10-DS,  Vi"  wide,  illustrated,  is  required  only  for  glass,  tile,  etc.  Vi" 
thick  or  more,  on  which  nails  or  screws  cannot  be  used.  Made  only 
in  Vi"  width.  1- 
shown  below. 


<F 

Yi' 

x 


uses 

track 

as  above  but  has 

Thickness 

No. 

Width 

Height  Cover  Track 

1-DS 

Vi" 

iV'  .018  .031 

10-DS 

Vi" 

Va"  .018  .031 

Tn 


Vi 


ANGLE  MOULDINGS 


10-ES  is  used  to  trim  edges  of  wallboard,  linoleum,  etc.  The  size  shown 
is  for  Vi”  material.  This  and  eight  other  sizes  are  available.  The 
exposed  face  is  Ve"  wide  on  all  sizes.  Metal  .016  thick. 


W  opening  opening  Hi"  opening 


Many  sizes  of  DCA-16  design  are  available  with  either  one  or  both 
faces,  corrugated  or  plain.  They  vary  from  Vi"  x  Vi"  to  IV2"  x  IV2". 
The  size  shown  above  is  DCA-16.  This  and  two  other  popular  patterns 
are  shown  below. 


T  TABLE  EDGE  MOULDING 


DCA-16  3/4"x3/4"  A-14  V2 "xl"  CA-16  3/4"x3/4 


TGS,  a  Table  Edge  Moulding  is  ideal  for  trimming 
edge  of  Table  Tops  or  Cabinets.  Can  be  applied 
to  round  or  square  tops  or  those  with  round  cor¬ 
ners.  It  is  used  for  both  protection  and  trim,  espe¬ 
cially  on  tops  covered  with  linoleum,  or  composition 
such  as  Formica,  Micarta,  etc. 

Made  for  four  thicknesses  of  tops,  13/16",  1",  and  \Vi". 
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CE-1  is  used  on  edges  of  counters  and  cabinet  tops  as  well 
as  on  sink  tops  which  have  been  covered  with  linoleum, 
Pressdwood,  Formica,  Micarta  or  other  composition  material. 
It  is  made  in  sizes  to  fit  tops  Vs" ,  1",  114"  or  IV2"  thick. 

Other  sizes  are  available  on  special  order.  Dimension  shown 
is  for  over-all  thickness  of  top  and  top  covering  material. 

CE-2  is  the  same  as  CE-1  except  with  lip  added  to  top  flange 
to  be  kerfed  into  sink  top.  May  be  had  with  tV'  lip  as  shown, 
or  Vs "  lip.  Specify  which  is  desired  in  ordering.  Both  CE-1 
and  CE'-2  should  be  clamped  firmly  in  place  on  the  top  BE¬ 
FORE  the  fastening  screws  are  applied  from  underneath  to 
make  a  watertight  joint. 

Screws  and  screw  holes  may  be  had  if  desired.  See  data  on 
Price  List  before  ordering. 


SINK  TOP  BACK  SPLASH  MOULDINGS 


CE-3  is  a  new  edge  moulding  which  makes  a 
water  tight  joint  on  sink  tops.  The  screws  are 
applied  from  underneath  through  slotted  holes  in 
the  horizontal  flange  in  the  Vs”  groove.  As  they 
are  drawn  up,  the  top  flange  is  forced  down  se¬ 
curely  against  the  sink  top. 


May  be  had  with  a  tV'  or  Vs"  vertical  lip  on  the  top  flange  for 
kerfing  as  shown  on  CE-2.  Specify  which  is  desired  in  ordering,  also 
thickness  of  top  and  covering  material. 


COUNTER  OR  TABLE  EDGE  MOULDING 


For  Application  BEFORE  Top  Covering  Material 


DC-1  Drain  Cove  Moulding  makes  an  attractive 
water-tight  joint  between  the  Drain  Board  and  the 
Back  Splash  on  a  Sink  Top.  It  is  made  for  ma¬ 
terial  tV'  or  3V  thick.  It  also  fits  Vs"  material 
if  edge  is  beveled  slightly. 


For  Application  AFTER  Top  Covering  Material 


CE-4  edging  is  especially  designed  for  edges  of 
modern  desks,  tables  or  counters.  No  screws  or 
nails  are  exposed.  Size  shown  is  for  1"  top  (%" 
wood,  plus  Vs"  top  covering  material).  Made  for 
other  top  thicknesses,  on  special  order. 


DC-2  is  an  ideal  Drain  Cove  Moulding  applied 
with  flange  between  sink  top  and  Back  Splash. 
The  offset  flange  forces  the  exposed  edges  tightly 
against  the  sink  top  and  back  splash. 

Used  with  flange  either  vertical  as  shown,  or 
horizontal. 


Sink  Pan  or  Desk  Edge  Moulding 


CE-5  is  a  neat  counter  edging  with  a  minimum 
of  exposed  metal  surface.  Made  for  Vs”  thick 
material.  Also  an  ideal  moulding  for  the  joint 
between  the  sink  top  and  the  sink  pan.  May  be 
bent  to  fit  round  corners  by  notching  the  wide 
flange. 
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PYRAMID  MOULDINGS 


INSTALLATION  INSTRUCTIONS 

FOR 

PYRAMID  MOULDINGS 

Pyramid  SNAP-ON  Mouldings  are  easily  applied.  A  little  All  SNAP-ON  Mouldings  have  two  members;  a  track  or 
care  will  insure  a  neat  attractive  installation.  inner  member  and  a  cover  or  outer  member. 

CAREFULLY  read  the  following  data  BEFORE  making  your  first  installation 


HOW  TO  APPLY  THE  TRACK 


Figure  1  Figure  2 

1st.  Fasten  the  track  to  the  background  to  which  the  moulding  is  to 
be  applied.  Drive  in  the  nails  or  screws  as  shown  in  Figure  1.  Be  sure 
they  do  not  distort  the  track  as  in  Figure  2.  The  nail  heads  should  be 
flush  with  the  edges  of  the  track  so  they  cannot  dent  the  cover  and 
mar  the  top  surface. 

2nd.  On  wood,  wallboard  or  similar  material,  use  cement  coated  nails 
of  suitable  length.  On  plaster  walls,  use  shoemaker  nails,  driving  them 
against  a  lath  so  the  soft  point  will  bend  and  form  a  key  in  the  plaster. 
On  soft  wallboard,  always  use  screws.  They  may  also  be  used  on 
plaster  walls. 


HOW  TO  SNAP-ON  THE  COVER 
Mouldings  1"  wide  or  less 


Figure  3 


Place  one  edge  of  the  cover  under  one  edge  of  the  track.  On  a  horizontal 
application,  the  lower  edge  should  be  placed  first.  See  Figure  3.  Then 
apply  pressure  with  the  heel  of  the  hand,  pushing  toward  the  opposite 
side  of  the  track  and  the  cover  will  readily  SNAP-ON.  Follow  this 
method  along  the  moulding  one  foot  at  a  time. 

No  force  is  necessary.  Use  only  your  hands.  Do  not  use  tools  or  hammer. 


Special  Data  for  Wider  Moulding  Covers 

TAP  HERE 


Figure  4 

On  mouldings  114"  wide  or  more,  when  necessary,  one  edge  of  the 
cover  should  be  forced  snugly  under  one  side  of  the  track  by  tapping 


the  edge  lightly  with  a  block  of  hard  wood  or  similar  material.  See 
Figure  4.  Do  this  for  two  feet  along  the  track.  Then  apply  pressure 
as  explained  and  the  cover  will  SNAP-ON  easily. 

Outside  or  Inside  Corner  Mouldings 

These  patterns  are  applied  in  the  same  manner  as  described  above 
for  the  wider  patterns. 

On  inside  corners,  if  the  angle  of  the  wall  is  greater  than  90  degrees, 
fasten  only  one  side  of  the  track.  Then  the  cover  will  readily  SNAP-ON. 


HOW  TO  CUT  OR  MITER  STAINLESS  STEEL 
MOULDING 


Use  a  32-tooth  hack  saw  blade  of  high  speed  steel.  We  can  furnish 
these  or  they  may  be  had  at  any  good  hardware  store. 

It  is  important  to  hold  the  moulding  firmly  in  place  while  cutting.  A 
simple  wooden  miter  box  with  a  Vs"  strip  of  steel  set  in  it  will  easily 
handle  all  widths  and  shapes  of  moulding.  See  Figure  5. 


Another  method  is  a  miter  box  to  fit  each  style  of  moulding.  See  Figure  6. 

In  cutting,  the  saw  blade  should  be  "floated"  over  the  moulding.  Do 
not  use  force. 

An  oil  stone  will  take  off  any  sharp  edges  on  the  saw  teeth  and  assure 
a  smooth  cut. 
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PYRAMID  MOULDINGS 


HOW  TO  MAKE  SMOOTH  BUTT  JOINTS 


HOW  TO  APPLY  MOULDING  ON  CURVED  SURFACES 


Smooth  butt  joints  can  be  made  by  carefully  cutting  and  removing  burrs 
before  applying  the  cover.  Apply  cover  pieces  so  that  the  joint  does 
not  occur  at  the  same  point  as  the  joint  in  the  track.  See  Figure  7. 
Splicers  may  be  had  if  desired  for  12-S,  10-S  and  10-RCS. 

HOW  TO  JOIN  MOULDING  AT  ROOM  CORNERS 
Half  Round  or  Corrugated  Top  Patterns 

Miter  the  end  of  each  piece  edgewise  through  the  moulding  at  a  45 
degree  angle  for  either  inside  or  outside  corners. 

The  track  should  come  within  3A"  of  the  corner — on  each  side  of  the 
corner. 


Figure  8 


For  Inside  Corners,  miter  through  the  cover  edgewise  at  45  degrees,  as 
described  above — or  butt  the  end  of  one  piece  against  the  top  face  of 
the  other.  See  Figure  8. 


For  Outside  Corners,  make  a  V-cut  through  the  bottom  legs  and  side- 
walls  of  the  cover — not  through  the  top.  A  triangular  file  will  do  for 
a  90  degree  angle  corner.  Then  the  cover  will  bend  around  the  corner 
and  SNAP-ON  easily.  Apply  the  track  to  within  %"  of  the  corner  on 

each  side  of  the  corner.  Corner  caps  may  be  had  if  desired  for  12-S, 
10-S  and  10-RCS.  See  Figure  9. 


Pyramid  Mouldings  may  be  curved  at  right  angles  to  the  face  of  the 
moulding  for  either  internal  or  external  bends.  The  degree  of  possible 
curve  depends  on  the  style  of  the  moulding  and  the  width.  Write  for 
data  sheet  on  bending.  Flat  Top,  Half  Round  and  Corrugated  patterns 
can  be  bent  to  the  larger  radii  on  the  job.  Flat  Tops  are  the  most 
flexible.  Bends  for  smaller  radii  can  be  made  in  our  factory. 

See  Figure  10. 

Prices  quoted  upon  request.  Send  full  data  as  to  radius,  internal  or 
external  curves,  style  of  moulding,  and  number  and  length  of  pieces. 
When  applying  bent  moulding,  the  track  should  be  applied  as  usual. 
It  will  bend  readily.  Then  the  cover  should  be  snapped  on,  one  foot  at 
a  time.  See  data  under  How  to  Snap  on  the  Cover,  Page  8. 

For  the  smaller  radii  the  track  should  be  applied  in  2"  pieces  with  6" 
to  8"  between  each  piece  and  the  cover  then  snapped  on.  For  bends 
with  a  very  small  radius,  it  is  not  necessary  to  have  the  track  follow 
around  the  curve.  The  track  should  be  applied  only  up  to  the  bend. 


HOW  TO  APPLY  MOULDING  ON  METAL 


The  most  popular  method  is  with  spring  wire  clips.  Holes  are  punched 
in  the  metal  background  and  clips  are  inserted  in  the  moulding  cover. 
Then  when  the  clips  are  pressed  into  the  holes,  the  tension  holds  the 
moulding  permanently  tight  and  secure.  See  Figure  11. 

Another  method  is  to  apply  the  track  with  the  flat  face  down  and 
fasten  it  with  bolts,  rivets,  screws  or  by  spot-welding.  Then  SNAP-ON 
the  cover  in  the  usual  manner. 


HOW  TO  SOLDER  STAINLESS  STEEL 

Where  an  especially  neat  or  solid  corner  or  joint  is  desired,  pieces  can 
be  soldered  together  with  Stainless  Steel  solder.  Soldering  a  small  angle 
of  plain  Stainless  Steel  inside  the  corner  or  a  flat  piece  inside  other 
patterns  makes  the  soldered  joint  much  stronger. 

Allen's  Extra  Strong  Stainless  Steel  Solder  and  Allen's  All-Sol  Stainless 
Steel  Flux  will  give  splendid  results.  Samples  and  prices  gladly  fur¬ 
nished  by  L.  B.  Allen  Co.,  6719  Bryn  Mawr  Ave.,  Chicago,  Illinois. 
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It  Promises  Much.  Good  taste  in 
decoration  is  suggestive  of  es¬ 
pecially  appealing  beauty  treat¬ 
ments.  Installation  is  by  V.  T. 
Curcio  &  Company,  Jersey  City, 
New  Jersey. 


Bright  Attractiveness.  Generous 
use  of  Pyramid  Metal  Mouldings 
on  White  Porcelain  affords  effec¬ 
tive  display  for  Kewpee  Restau¬ 
rants.  An  exterior  like  this  brings 
in  the  customers.  Owner  E.  T. 
Adams,  Toledo,  Ohio. 


Bright  Inside  Too.  Kewpee  Rest- 
taurants  use  Pyramid  Mouldings 
extensively  on  White  Porcelain 
interiors  as  well  as  exteriors,  (see 
left  below).  Note  tables  with 
tapered  end  mouldings.  Installed 
by  owner,  E.  T.  Adams,  Toledo, 
Ohio. 


Restful  Design.  Well  spaced, 
horizontal  Pyramid  SNAP-ON 
Mouldings  on  J-M  Acoustical 
Board  fit  well  in  the  modern  De¬ 
troit  News  Radio  Studio,  WWJ. 
The  architect  is  Albert  Kahn  of 
Detroit. 


Invitingly  Clean.  Where  everything  must  be  spotless,  Pyramid  Metal  Mouldings  make  the 
logical  trim.  Child's  Restaurants,  New  York  City  use  it  effectively.  The  architect  is 
George  H.  Sweet,  New  York  City. 


A  Cheerful  Bath.  This  model 
Home  at  Mt.  Lebanon,  Pa.  has  a 
J-M  Flexboard  Bathroom  trimmed 
with  Pyramid  Stainless  Steel 
SNAP-ON  Mouldings.  It  is  as 
easy  to  clean  as  it  looks. 


Sales  Appeal.  Huptich's  Bakery, 
Newark,  N.  J.  has  a  Black  Glass 
Front  trimmed  with  Pyramid 
Mouldings  that  seem  to  pull  you 
in.  Installation  was  by  Pure 
Made  Products  Co.,  Newark,  N.  J. 


An  Ultra-Modern  Bar.  Good  use  of  Pyramid  Metal  Mouldings  carry  through  the  extremely 
modern  treatment  of  the  Wonder  Bar  of  the  Roosevelt  Hotel,  St.  Louis,  Mo.  Installation 
was  by  St.  Louis  Bank  Building  and  Equipment  Co. 


Impressive.  The  Celotex  Com¬ 
pany,  Chicago  Manager's  Office 
is  trimmed  with  Satin  finish 
Pyramid  SNAP-ON  Metal  Mould¬ 
ings  on  half  inch  Celotex  board. 
The  effect  is  soft  and  pleasant. 


In  London,  Too.  The  walls  of  the  Cocktail 
Lounge,  Regent  Palace  Hotel,  London, 
England  are  made  of  Formica,  trimmed 
with  Pyramid  Metal  Mouldings.  The  de¬ 
signer  is  O.  P.  Bernhard,  London.  Appli¬ 
cation  by  Thonet  Bros.,  New  York  City. 
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Spaciousness!  Horizontal  trim  of  Pyramid  SNAP-ON  Mouldings  adds  brightness  to  the 
Lobby  of  the  Squirrel  Hill  Theatre,  Pittsburgh.  Victor  A.  Rigamount  is  the  Architect. 


Easy  to  Clean.  No  polish  is  necessary  for  the  Pyramid  Stainless  Steel  Mouldings  in 
this  kitchen.  A  soft  cloth  does  the  work.  This  application  is  on  Masonite  at  Dallas,  Texas. 


A  Swank  Effect.  Buddy  Fisher's 
Nite  Club,  Kansas  City,  Mo.  gets 
the  proper  atmosphere  with  a 
Formica  exterior  trimmed  with 
Pyramid  Stainless  Steel  Mould¬ 
ings. 
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